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LIGHTING SERVICE SCHEDULE

LIGHTING STANDARD SCHEDULE
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SERVICE | DISTANCE
RUN (L.F.) DESCRIPTION INSTALLATION
7 250 27 3.0 2°4 + I*8 GND. IN 2 GALV. CONDUIT DIRECT BURIAL
18 2350 2%4 + [*8 GND. IN 2" GALV. CONDUIT DIRECT BURIAL
19 2600 224 - *8 GND. IN 2" GALV. CONDUIT DIRECT BURIAL
20 2640 2*4 + [*8 GND. IN 2" GALV. CONDUIT DIRECT BURIAL
2/ 2580 2%4 « [*8 GND. IN 2" GALV. CONDUIT DIRECT BURIAL

NOTE: SERVICE RUN DISTANCE REFLECTS CONDUIT LENGTHS ONLY.
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08-007.40-047 %

w SUN OIL COMPANY
OF PENNSYLVANIA
D.RE. P-105-308

NO. STATION OFFSET LIGHT STANDARD
16 3 6369 490 RT. SEE DETAIL
7 / 5523 653/ |HE4L. 385 LT. SEE DETAIL
*+ |8 - EXIST. EXIST. x 250 W HPS COBRA HEAD
x 9 - EXIST. EXIST. x 250 W HPS COBRA HEAD
x 2/ - EXIST. EXIST. x 250 W HPS COBRA HEAD
x 22 - EXIST. EXIST. x 250 W HPS COBRA HEAD
23 / 66-45 580 RT. SEE DETAIL
24 3 BE4G 67-54 [488<LT. 467 LT. SEE DETAIL
25 / 6880 55.0°RT. SEE DETAL
26 3 70413 420 (T. SEE DETAL
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08-007,40-043
HOCKESSIN ASSOCIATES, L.L.C,
0.B. 1858-146
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08-007.40-046
DAVID RICHARDSON
CHERYL J. RICHARDSON
C.B. 213-250
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0B-007.40-048
EXXON CORP 535
D.E. G-&l-I72

CPD-G-12" STP

PCC CURB TYPE 2
CPD-G- 2" STP

LANCASTER PIKE
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08-007.40-049
HOCKESSING FIRE CO,
TR. NO. 20040204001

BIT, CONC,

VER-16-4" PVC
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08-007.40-050
HOCK CO., LLC
INSTR. NO. 2002070920065765

______________________ LOC“‘f”/

~ TS0
ST ——— TCE-2 -———=—/

MATCHLINE STATION 70+50
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HOCKESSIN FIRE COMPANY
INSTR, NO, z00402040017647
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CONTRACT COUNTY F.A.P. NQO. SHEET NQ.|TQTAL SHTS.

20-007-02 NEW CASTLE | SEE TITLE SHEET 119
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SR 41 (LANCASTER PIKE)
SAFETY PROJECT

REVISIONS

[:]REVBED LIGHTING - CLG/MFB 03-03-05

NOTES:

ALL LIGHTING STANDARD POLE BASES SHALL BE TYPE 6.
ALL LIGHTING JUNCTION WELLS SHALL BE TYPE |.

LIGHTING CIRCUITS ARE AS NOTED IN LIGHTING SERVICE
SCHEDULE.

LOCATION OF CONDUIT MAY BE ADJUSTED IN FIELD TO
AVOID EXISTING OR OTHER PROPOSED CONSTRUCTION
FEATURES, SUBJECT TO APPROVAL OF THE ENGINEER.
ALL CONDUITS AND POLES SHALL BE LOCATED WITHIN
EXISTING PROPOSED RIGHT-OF -WAY OR PERMANENT
EASEMENT.

SEE LIGHTING SERVICE DETAIL ON SHEET 105 FOR
SERVICE REQUIREMENTS.




